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Un gioco di forme, finiture e d'accostamenti per un racconto
declinato alla tradizione in cucina con inedite proposte
contemporanee. L anta in telaio massello di frassino con bugna
liscia impiallacciata frassino € resa raffinata ed esclusiva da una
leggera linea curva cesellata nel telaio. L' eleganza senza tempo
delle finiture a poro aperto sottolineano lo stile tradizionale che
in Raila viene arricchito di raffinate e attuali colorazioni come

il grigio per un risultato esteticamente impeccabile.
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‘ A BASSISSIMA EMISSIONE DI FORMALDEIDE: CONFORMI ALLO

CREO ECOLOGIC

IL GRUPPO LUBE HA SCELTO DI UTILIZZARE PER | COMPONENTI Regarding the production of its kitchen structure components,
COSTITUENTI LE STRUTTURE DELLE CUCINE SOLO MATERIALE lube group has decided to only use materials featuring very low

) STANDARD FASTELLE SECONDO LA NORMA JIS, GERTIFICATO formaldehyde e.‘m\SS|ons‘comp\ylng with thgf 4»st§r standard‘, as
DAL MINISTERO GIAPPONESE, IL PIU’ SEVERO IN MERITO ALLE defined by the jis regulation. This standard is certified by the japanese
NORMATIVE DI SALVAGUARDIA AMBIENTALE. government-themost rigoros when it comes to environmental protection.

A play of shapes, finishes and combinations for a traditional

feel in the kitchen with unusual contemporary features.

The solid ash door frame with smooth central panel in ash
veneer becomes refined and exclusive thanks to the light curved
line chiselled into the frame. The timeless elegance of the
open-pore finishes highlights the traditional style, which in Raila
is enriched by refined and contemporary colours such as grey

for an aesthetically impeccable result.

CREOKITCHENS
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CARATTERISTICHE TECNICHE

ANTE telaio in massello di frassino con bugna liscia impiallacciata in frassino nei colori: bianco camelia a poro aperto (opz.606),
corda decapé a poro aperto (0pz.628), grigio polvere a poro aperto (0pz.2448)
ANTE VETRO telaio in massello di frassino nei colori: bianco camelia a poro aperto (0pz.6086),
corda decape a poro aperto (0pz.628), grigio polvere a poro aperto (0pz.2448), vetro satinato molato
FRONTALE in massello di frassino nei colori: bianco camelia a poro aperto (0pz.606),
CASSETTI corda decapé a poro aperto (0pz.628), grigio polvere a poro aperto (0pz.2448)
MANIGLIE
di serie: 172 finitura argento vecchio brillante passo mm 96
a richiesta: 170 finitura bronzo satinato passo mm 96
150 finitura ottone anticato passo mm 96
606 finitura argento anticato passo mm 96
638 finitura ottone anticato passo mm 96
2511 finitura nichel nero satinato lucido passo mm 96
425 pomo finitura nichel vecchio
S-II-EILEJF-I{-III-EURE ANTA: bianca camelia a poro aperto
nobilitato bianco camelia (opz.606), schiena e ripiano avorio (opz.930)
ANTA: grigio polvere a poro aperto
nobilitato perla d’oriente (o0pz.940), schiena e ripiano avorio (opz.930)
ANTA: corda decapé a poro aperto Eﬁfﬁi@ﬁﬁiﬁﬁé
nobilitato corda decapé (opz.566), schiena e ripiano avorio (0pz.930) STRUTUREBELLE CUGNE L0
TOP DI SERIE altezza cm 4 in laminato postformato finto marmo bardiglio (opz.390), idrorepellente
MENSOLE di serie: altezza cm 3,8 in laminato colore corda decape (0pz.566), bianco camelia (0pz.606), perla d’oriente (0pz.940)
a richiesta: altezza cm 3,8 impiallacciate finitura come ante
ZOCCOLI

altezza 15 cm in pvc ricoperti in melamina colore corda decapeé (0pz.566),
bianco camelia (opz.606), grigio polvere (opz.2448), con guarnizione in gomma

CREU

K1 TCHENS
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TECHNICAL SPECIFICATIONS

DOORS

frame in solid ash with smooth central panel in ash veneer in the following colours: open-pore camellia white (opt.606),
open-pore pickled jute (opt.628), open-pore dust grey (opt.2448)

GLASS DOORS

frame in solid ash in the following colours: open-pore camellia white (opt.606),
open-pore pickled jute (opt.628), open-pore dust grey (opt.2448), frosted and bevelled glass

DRAWERS FRONT

in solid ash in the following colours: open-pore camellia white (opt.606),
open-pore pickled jute (opt.628), open-pore dust grey (opt.2448)

HANDLES

standard: 172 polished old silver finish, centre-to-centre distance 96 mm

on request: 170 satin-finish bronze finish, centre-to-centre distance 160 mm
150 antique brass finish, centre-to-centre distance 96 mm
606 antique silver finish, centre-to-centre distance 96 mm
638 antique brass finish, centre-to-centre distance 96 mm
2511 polished satin-finish black nickel finish, centre-to-centre distance 96 mm
425 knob hole old nickel finish

STANDARD
CARCASSES

DOOR: open-pore camellia white
melamine-coated camellia white (opt.606), ivory back panel and shelf (opt.930)

DOOR: open-pore dust grey
melamine-coated oriental pearl (opt.940), ivory back panel and shelf (opt.930)

DOOR: open-pore pickled jute
melamine-coated pickled jute (opt.566), ivory back panel and shelf (opt.930)

STANDARD TOPS

height 4 cm, post-formed laminate in fake bardiglio marble (opt.390), water-repellent

SHELVES

standard: height 3.8 cm in laminate in pickled jute (opt.566), camellia white (opt.606), oriental pearl (opt.940)
on request: height 3.8 cm, veneered same finishes as doors

PLINTHS

height 15 cm, in melamine coated pvc in pickled jute (opt.566), camellia white (opt.606), dust grey (opt.2448), with rubber seal
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ante doors

¥ ‘n’

cod.

bianco camelia

a poro aperto (opz.606)
open-pore camellia white
(opt.606)

corda decape

a poro aperto (opz.628)
open-pore pickled jute
(opt.628)

NEW

grigio polvere

a poro aperto (0pz.2448)
open-pore dust grey
(opt.2448)

cestone bianco camelia
a poro aperto (opz.606)
deep drawer open-pore
camellia white (opt.606)

cestone corda decapée

a poro aperto (0pz.628)
deep drawer open-pore
pickled jute (opt.628)

cestone grigio polvere

a poro aperto (0pz.2448)
deep drawer open-pore
dust grey (opt.2448)

cassetto bianco camelia
a poro aperto (opz.606)
drawer open-pore
camellia white (opt.606)

cassetto corda decapé
a poro aperto (opz.628)
drawer open-pore
pickled jute (opt.628)

cassetto grigio polvere
a poro aperto (opz.2448)
drawer open-pore

dust grey (opt.2448)

SP. 20 MM TH.20 MM

2
S
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7,8 7,8
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ante vetro glass doors

-

cod.

telaio bianco camelia

a poro aperto (opz.606),
vetro satinato molato
frame open-pore camellia
white (opt.606), with frosted
and bevelled glass

telaio corda decape

a poro aperto (opz.628)
frame open-pore
pickled jute (opt.628)

NEW

telaio grigio polvere

a poro aperto (opz.2448)
frame open-pore

dust grey (opt.2448)

cestone telaio bianco camelia
a poro aperto (opz.606),

vetro satinato molato

deep drawer frame open-pore
camellia white (opt.606),

with frosted and bevelled glass

cestone telaio corda decapé
a poro aperto (opz.628)

deep drawer frame open-pore
pickled jute (opt.628)

-

cestone telaio grigio polvere
a poro aperto (opz.2448)
deep drawer frame open-pore
dust grey (opt.2448)

SP. 20 MM TH.20 MM
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DI SERIE STANDARD

/‘P

-

Maniglia 172 finitura argento
vecchio brillante
passo 96 mm

Handle 172 polished old silver finish
centre-to-centre distance 96 mm

A RICHIESTA ON REQUEST NEW

Maniglia 606 finitura argento anticato
passo 96 mm

Handle 606 antique silver finish
centre-to-centre distance 96 mm

A RICHIESTA ON REQUEST

Pomo 425 finitura nichel vecchio

Knob hole 425 old nickel finish

MANIGLIE HANDLES

A RICHIESTA ON REQUEST

Maniglia 170 finitura bronzo satinato
passo 96 mm

Handle 170 satin bronze finish
centre-to-centre distance 96 mm

ARICHIESTA ON REQUEST NEW

Maniglia 638 finitura ottone anticato
passo 96 mm

Handle 638 antique brass finish
centre-to-centre distance 96 mm

A RICHIESTA ON REQUEST

Maniglia 150 finitura ottone anticato
passo 96 mm

Handle 150 antique brass finish
centre-to-centre distance 96 mm

A RICHIESTA ON REQUEST

—

Maniglia 2511 finitura nichel nero
satinato lucido

passo 96 mm

Handle 2511 polished satin-finish

black nickel finish
centre-to-centre distance 96 mm
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strutture carcasses

« -

bianco camelia (opz.606)

schiena e ripiano avorio (opz.930)
camellia white (opt.606)

ivory back panel and shelf (opt.930)

corda decapé (0pz.566)

schiena e ripiano avorio (opz.930)
pickled jute (opt.566)

ivory back panel and shelf (opt.930)

perla d’oriente (0pz.940)

schiena e ripiano avorio (opz.930)
oriental pearl (opt.940)

ivory back panel and shelf (opt.930)

CREO ECOLOGIC

WAL IL GRUPPO LUBE HA SCELTO DI UTILIZZARE PER | COMPONENTI
& ‘44 ! COSTITUENTI LE STRUTTURE DELLE CUCINE SOLO MATERIALE A
.'-'}, | BASSISSIMA EMISSIONE DI FORMALDEIDE: CONFORMI ALLO
\\¢ STANDARD F*%% SECONDO LA NORMA JIS, CERTIFICATO DAL
MINISTERO GIAPPONESE, IL PIU SEVERO IN MERITO ALLE NORMATIVE
DI SALVAGUARDIA AMBIENTALE.

LUBE GROUP HAS CHOSEN TO EXCLUSIVELY USE MATERIALS WITH
VERY LOW FORMALDEHYDE EMISSIONS FOR THE COMPONENTS
MAKING UP THE KITCHEN CARCASSES: THESE ELEMENTS COMPLY
WITH THE F4 STAR STANDARD ACCORDING TO JIS, CERTIFIED BY THE
JAPANESE GOVERNMENT - THE MOST STRINGENT WHEN IT COMES
TO ENVIRONMENTAL PROTECTION,

mensole in laminato laminate shelves

&

corda decapeé (0pz.566)
pickled jute (opt.566)

bianco camelia (opz.606)
camellia white (opt.606)

perla d’oriente (0pz.940)
oriental pearl (opt.940)

zoccoli in pve H 15 pve plinth H 15

bianco camelia (opz.606) grigio polvere (opz.2448)
camellia white (opt.606) dust grey (opt.2448)

corda decapé (opz.566)
pickled jute (opt.566)

mensole impiallacciate veneered shelves

-5
e
=

corda decapé (0pz.628)
pickled jute (opt.628)

bianco camelia (opz.606)
camellia white (opt.606)

grigio polvere (opz.2448)
dust grey (opt.2448)

COrNICi frames

bianco camelia (opz.606)
camellia white (opt.606)

corda decapato (0pz.628)
pickled jute (opt.628)

grigio polvere (o0pz.2448)
dust grey (opt.2448)

81

j[

cassone ntal

60

sezione cornice
frame cross-section

top H 4 consigliati in laminato bordo postformato
recommended laminate worktops H 4 with post-formed edge

P

s - -~ .J ¥ =i * 4
? i ™
finto marmo bardiglio ﬂetra'ﬂ'anto jvﬁtura \gakﬁ
(0pz.390) .  (opz
fake bardiglio marble bianco (opz.001) ~ nanto stone; with wraky fInlSh
(opt.390) white (opt.001) (oot 812) &

muranello avorio (opz.295)
ivory muranello (oEt.295)

A

nero marquinia lucido
(opz.781)

glossy marquinia black
(opt.781)

- ) ’
travertino beige con stuccﬁture

- finitura plamky (opz.822) »
travertine beige with puity,

plamky finish (opt.822)
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SCHEMA DI ALLACCIO IMPIANTO ELETTRICO IDRICO E GAS

POWER, WATER AND GAS NETWORKS CONNECTIONS DIAGRAM
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SOTTOLAVELLO CON ANTE
SINK BASE UNIT WITH DOORS
acqua
fredda
cold water
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SOTTOLAVELLO 2 CESTONI CON SIFONE SALVASPAZIO
SINK BASE UNIT WITH 2 DEEP DRAWERS AND SPACE-SAVER DRAIN PIPING
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